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IMPORTANT SAFEGUARD 

 

 

All lead-free products offered by the company comply with the requirements of the European law on 
the Restriction of Hazardous Substances (RoHS) directive, which means our manufacture processes 
ŀƴŘ ǇǊƻŘǳŎǘǎ ŀǊŜ ǎǘǊƛŎǘƭȅ άƭŜŀŘ-ŦǊŜŜέ ŀƴŘ ǿƛǘƘƻǳǘ ǘƘŜ ƘŀȊŀǊŘƻǳǎ ǎǳōǎǘŀƴŎŜǎ ŎƛǘŜŘ ƛƴ ǘƘŜ ŘƛǊŜŎǘƛǾŜΦ 

  

 

The crossed-out wheeled bin mark symbolizes that within the European Union the product must be 
collected separately at the product end-of-life. This applies to your product and any peripherals 
marked with this symbol. Do not dispose of these products as unsorted municipal waste. Contact your 
local dealer for procedures for recycling this equipment. 

 

DISCLAIMER 
 
We reserve the right to revise or remove any content in this manual at any time. We do not warrant or assume any legal liability 
or responsibility for the accuracy, completeness, or usefulness of this manual. The content of this manual is subject to change 
without notice. 
 

GROUNDING 
 
This is a Safety Class 1 Product (provided with a protective earthing ground incorporated in the power cord). The mains plug 
shall only be inserted in a socket outlet provided with a protective earth contact. Any interruption of the protective conductor 
inside or outside of the instrument is likely to make the instrument dangerous. Intentional interruption is prohibited. 
 

TRADEMARK ACKNOWLEDGEMENTS 

 
Internet Explorer, Microsoft, Windows, Mozilla & QuickTime are registered trademarks of the respective holders. 
 

MPEG4 LICENCING 
 
THIS PRODUCT IS LICENSED UNDER THE MPEG4 VISUAL PATENT PORTFOLIO LICENSE FOR THE PERSONAL AND NON-COMMERCIAL USE OF A CONSUMER FOR (i) 
9b/h5LbD ±L59h Lb /hat[L!b/9 ²L¢I ¢I9 at9Dп ±L{¦![ {¢!b5!w5 όάat9D-п ±L59hέύ !b5κhw όƛƛύ 59/h5LbD at9Dп ±L59h ¢I!¢ ²!{ 9bCODED BY A 
CONSUMER ENGAGED IN A PERSONAL AND NON-COMMERCIAL ACTIVITY AND/OR WAS OBTAINED FROM A VIDEO PROVIDER LICENSED BY MPEG LA TO PROVIDE 
MPEG4 VIDEO. NO LICENSE IS GRANTED OR SHALL BE IMPLIED FOR ANY OTHER USE. ADDITIONAL INFORMATION INCLUDING THAT RELATING TO PROMOTIONAL 
INTERNAL AND COMMERCIAL USES AND LICENSING MAY BE OBTAINED FROM MPEG LA, LLC. SEE HTTP://WWW.MPEGLA.COM. 
 

WARRANTY AND TECHNICAL SUPPORT 
 
In the event that you need further assistance with this product you can call us, at local UK rate on the number below and our 
UK-ōŀǎŜŘ ŜȄǇŜǊǘǎ ǿƛƭƭ ōŜ ƘŀǇǇȅ ǘƻ ƘŜƭǇ ȅƻǳ όǘƘŜȅΩǊŜ ŀǾŀƛƭŀōƭŜ aƻƴ-Fri 9am ς 5.30pm, excluding bank holidays).  Alternatively 
visit our website at www.storageoptions.com/support or send us an email at the address below. 
 
This product is backed by a 12 month warranty to cover the unlikely event of something going wrong.  Should you suspect a fault 
with your product please contact our support team in the first instance. 

 

UK: 
Ireland: 

0844 2487191 
00353 (0) 94 937 4026 

E-Mail:  support@storageoptions.com 

  

http://www.mpegla.com/
http://www.storageoptions.com/support
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OVERVIEW 
 
1.1 ς Product Features 
 

¶ True Day & Night surveillance & large aperture lens (F1.4) 

¶ The best cost / performance outdoor solution with IP65 

¶ IR effective distance up to 30 metres with 56 IR LEDs 

¶ Smart Light Control to avoid overexposure 

¶ Excellent outdoor ID design with cable management 

¶ Low-latency video streaming with H.264 compression format 

¶ Free CMS software with E-Map for multiple devices control & surveillance 

¶ Powerful mobile surveillance supporting iPhone, BlackBerry, WinCE & J2ME 

¶ Motion detection and alarm notification functions 
 
1.2 ς Package Contents 
 

  Network Camera  Installation Sticker 

 

  Installation Guide  RJ45 Cable Extender Adapter 

 

  Mains Adapter  RJ45 Network Cable 

 

  CD-ROM DƛǎŎ όƛƴŎƭǳŘƛƴƎ ǳǎŜǊ Ƴŀƴǳŀƭǎ ά±ƛŘŜƻ ±ƛŜǿŜǊέ software) 

 
1.3 ς Cable Overview 
 

 
 

CABLE DESCRIPTION 

RJ45 Network Cable 
Connect it to the supplied RJ45 cable extender adapter for cable extension, and prepare 
another RJ45 network cable with suitable length for your connection. 

Reset Wires 

Remove the insulating coating of these two wires, and twist them together to reset to 
default.  This will reset all parameters, including the IP address to factory default settings. 
Note: Disconnect power before twisting these two wires together, and connect to power 
again to reset default.  When fitting, you may wish to provide internal cabling access to 
these wires 

Power Cable Connect to DC 12V power supply. 
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INSTALLATION AND CONNECTION 

 
2.1 ς Install The Camera 
 

  
 
Paste the supplied installation sticker to the location 
where your camera will be installed. 
 
Based on your installation environment, drill a hole in 
the middle of the sticker for the power and data cable to 
put through later if necessary. 

Slightly fasten the screws to (a) and (b) as indicated, and 
make sure the screws are not fully tightened. 

 

 
 
1) 
 
 
 
 
 
2) 
 
3) 

Based on your installation environment, put the power and data cable through the bracket, and determine the 
cabling of your camera: 
 
3-1:  The cable walks along the wall 
3-2:  The cable is hidden on the other side of the wall 
 
Hook the bracket with the camera to the screws fastened in step 2, and push it down to fix the bracket. 
 
Secure the screws on (a) and (b), and fasten the other two screws to (c) and (d) to fix the bracket. 
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Adjust the angles of the camera: 
 

 
 
(e) 
 
(f) 

Adjust the vertical angle of the camera, and fix it with the screw and wrench supplied with the socket. 
 
Loosen the screw a little on the camera joint with the supplied wrench to adjust the horizontal angle of the 
camera, then re-tighten to fix it in place. 

 
2.2 ς Connect To Power 
 
/ƻƴƴŜŎǘ ǘƘŜ ǇƻǿŜǊ ŀŘŀǇǘŜǊ ǘƻ ǘƘŜ ŎŀƳŜǊŀΩǎ ǇƻǿŜǊ ŎƻƴƴŜŎǘƻǊ ŀƴŘ ǇƻǿŜǊ ƻǳǘƭŜǘΦ 
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BEFORE USING YOUR NETWORK CAMERA 

 
Before using the network camera, make sure: 
 
1) You have installed the ǎǳǇǇƭƛŜŘ /a{ ǎƻŦǘǿŀǊŜΣ ά±ƛŘŜƻ ±ƛŜǿŜǊέΦ 
2) You have configured the network settings, and the network connection is fine. 
 
If not, please refer to the Quick Start Guide for instructions on how to do this. 
 
The ŎŀƳŜǊŀ Ŏŀƴ ōŜ ŀŎŎŜǎǎŜŘ Ǿƛŀ ǎǳǇǇƭƛŜŘ /a{ ǎƻŦǘǿŀǊŜ ά±ƛŘŜƻ ±ƛŜǿŜǊέΣ ƻǊ via Web browser such as άaƛŎǊƻǎƻŦǘ 
LƴǘŜǊƴŜǘ 9ȄǇƭƻǊŜǊέ ƻǊ άaƻȊƛƭƭŀ CƛǊŜŦƻȄέ, depending on different using situations. 
 

 
To check or configure up to 16 surveillance devices simultaneously ǿƛǘƘ ǘƘŜ ǊŜŎƻǊŘ ŦǳƴŎǘƛƻƴΣ ǇƭŜŀǎŜ ǳǎŜ ά±ƛŘŜƻ 
±ƛŜǿŜǊέΦ 
 
CƻǊ ŘŜǘŀƛƭǎ ŀōƻǳǘ ǳǎƛƴƎ ±ƛŘŜƻ ±ƛŜǿŜǊΣ ǇƭŜŀǎŜ ǊŜŦŜǊ ǘƻ ά!//9{{LbD ¢I9 /!a9w! ±L! ±L59h ±L9²9wέ ƻƴ ǇŀƎŜ 8, and 
ά{¸{¢9a /hbCLD¦w!¢Lhbέ ƻƴ ǇŀƎŜ 13. 
 

 
 
 
To view ƻǊ ŎƻƴŦƛƎǳǊŜ ǘƘƛǎ ƴŜǘǿƻǊƪ ŎŀƳŜǊŀ ƻƴƭȅΣ ƛǘΩǎ ǊŜŎƻƳƳŜƴŘŜŘ ǘƻ ǳǎŜ a web browser such as άaƛŎǊƻǎƻŦǘ LƴǘŜǊƴŜǘ 
9ȄǇƭƻǊŜǊέ ƻǊ άaƻȊƛƭƭŀ CƛǊŜŦƻȄέΦ 
 
CƻǊ ŘŜǘŀƛƭǎ ŀōƻǳǘ ǳǎƛƴƎ ǘƘŜ ǿŜō ōǊƻǿǎŜǊΣ ǇƭŜŀǎŜ ǊŜŦŜǊ ǘƻ ά!//9{{LbD ¢I9 /!a9w! ±L! ¸h¦w ²9. .wh²{9wέ on 
page 20. 
 

 
 


