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IMPORTANT SAFEGUARD 

 

 

All lead-free products offered by the company comply with the requirements of the 
European law of the Restriction of Hazardous Substances (RoHS) directive, which means our 
manufacturing ǇǊƻŎŜǎǎŜǎ ŀƴŘ ǇǊƻŘǳŎǘǎ ŀǊŜ ǎǘǊƛŎǘƭȅ άƭŜŀŘ-ŦǊŜŜέ ŀƴŘ ǿƛǘƘƻǳǘ ǘƘŜ ƘŀȊŀǊŘƻǳǎ 
substances cited in the directive. 

  

 

The crossed-out wheeled bin mark symbolizes that within the European Union the product 
must be collected separately at the productΩǎ end-of-life.  This applies to your product and 
any peripherals marked with this symbol.  Do not dispose of these products as unsorted 
municipal waste.  Contact your local dealer for procedures for recycling this equipment. 

 

DISCLAIMER 
 
We reserve the right to revise or remove any content in this manual at any time.  We do not warrant or assume any 
legal liability or responsibility for the accuracy, completeness, or usefulness of this manual.  The content of this 
manual is subject to change without notice. 
 

RECOMMENDATIONS 

 

¶ AVOID DUSTY LOCATIONS: Excessive build-up of dust may cause the unit to fail. 

¶ INSTALL IN VENTILATED SPACE: Ensure adequate airflow around the DVR to prevent overheating. 

¶ DO NOT EXPOSE TO MOISTURE: Exposing the unit to water poses high risk of electric shock. 

¶ DO NOT DROP: Doing so could damage internal components. 

¶ DO NOT OPEN CHASSIS: No user-serviceable parts inside. 

 

TRADEMARK ACKNOWLEDGEMENTS 

 

¶ Internet Explorer, Microsoft & Windows are registered trademarks of Microsoft Corporation. 
 

DEFAULT PASS CODE INFORMATION 
 

¶ ADMIN ACCOUNT: 88888888 

¶ USER ACCOUNTS: 66666666 

 

WARRANTY AND TECHNICAL SUPPORT 
 
In the event that you need further assistance with this product you can call us, at local UK rate on the number below and our 
UK-ōŀǎŜŘ ŜȄǇŜǊǘǎ ǿƛƭƭ ōŜ ƘŀǇǇȅ ǘƻ ƘŜƭǇ ȅƻǳ όǘƘŜȅΩǊŜ available Mon-Fri 9am ς 5.30pm, excluding bank holidays).  Alternatively 
visit our website at www.storageoptions.com/support or send us an email at the address below. 

 

UK: 
Ireland: 

0844 248 7191 
00353 (0) 94 937 4026 

E-Mail:  support@storageoptions.com 

  

http://www.storageoptions.com/support
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OVERVIEW 
 
Key Features 
 
Storage Options presents a complete CCTV solution for home or office security, featuring up to four high-quality 
cameras, internal HDD, easy setup and configuration, alarm triggers, and network connectivity. 
 

¶ Stand-alone DVR with H.264 compression 

¶ High quality video recording and playback 

¶ Supports real-time viewing and recording 

¶ Multiple recording / search categories 

¶ Date/Time, Event, Manual, Schedule, Alarm, Motion detection 

¶ Live view, record, playback, backup and network functions at the same time 
 

 
 
Optimised Compression 

¶ H.264 compression algorithm provides higher definition and lower bandwidth requirements 

¶ Independent channel design ς static (CBR) and dynamic (VBR) bit streams are available 
 
Live Configuration 

¶ Compound video input, built-in anti-lightning protection 

¶ BNC and VGA simultaneous output 

¶ Real-time viewing of video feeds with no delay 

¶ Adjustment for contrast, brightness, hue and sharpness 
 
Video Recording 

¶ Adjustable frame rate (0.1 ς 25fps) 

¶ Multiple recording methods: manual / schedule / alarm / motion detect 

¶ Customisable bitrate and five preset quality levels 
 
Motion Detection Function 

¶ 48 motion detection areas can be set in each image 

¶ 7 levels of sensitivity for each image 
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Search and Playback 

¶ Search by date / time or list 

¶ Normal / alarm-triggered search 
 
4 Channel Playback 

¶ Synchronised playback of 2 channel or 4 channel AV 

¶ Transport: Fast forward, fast rewind, pause, single frame, previous track, next track, track head, track end 
 
Alarm Function 

¶ Alarm input / output with triggering point 

¶ Upload alarm manually or by remote control / network 
 
Remote Control Function 

¶ Supports 10/100 Mbps self-adaptive network 

¶ Supports remote setup of time (NTP) 

¶ Web-based interface compatible with Internet Explorer 
 
Safety Protection 

¶ Dual password protection: administrator and operator 

¶ Power switch lock and front panel lock 
 
Backup 

¶ Backup to external USB device according to time period 

¶ Backup to USB flash drive or external HDD 
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PACKAGE CONTENTS 

 
Digital Video Recorder 
 

  DVR  Mains adapter 

 

  Mains splitter cable  Remote control 

 

  Mouse  2x AAA batteries 

 

  Cables  Manual 

 
Outdoor Camera 
 

  Camera  Video / power combo cable 

 

  Mounting kit (screws & plugs)  Wall bracket 

 
Dome Camera 
 

  Camera  Video / power combo cable 

 

  Mounting kit (screws & plugs) 
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INSTALLATION 
 
3.1 ς Mounting Cameras 
 
The cameras are supplied with mounting kits for attaching to a wall.  Before you affix the cameras in position, please 
ensure the cable is of adequate length to reach the DVR. 
 
To mount each camera on a wall or ceiling, follow these instructions: 
 
Outdoor Camera 
 
1. Ensure the surface you want to mount the cameras on is solid 

and can support the weight. 
 
2. Accurately mark on the wall the position of the holes to be 

drilled. 
 
3. Drill to the correct depth in the wall, as indicated by the plugs. 
 
4. Insert plugs into the drilled holes. 
 
5. Secure the bracket to the wall using the provided screws. 

 
 

Dome Camera 
 
Locate the unlock catch on the top edge of the chassis and press it to 
release the dome.  Gently pull the units apart. 

 
  
To unlock the mounting plate, locate the locking mechanism and pull it 
towards the outer edge of the chassis. 
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While holding the locking mechanism in the unlocked position, flip the 
camera over and twist the ceiling mount unit (large black plastic) anti-
clockwise to unlock and release it. 

 
  
Ensure the surface you want to mount the camera on is solid and can 
support the weight. 
 
Accurately mark on the wall the position of the holes to be drilled. 
 
Drill to the correct depth in the wall, as indicated by the plugs. 
 
Insert plugs into the drilled holes. 

 
Secure the bracket to the wall / ceiling using the provided screws. 

 
 

Position the camera lens to the required angle then tighten the screws on 
either side of the hinges to secure it in place. 

 
  
Reattach the chassis to the mounting bracket by sliding it into position, 
then turn it clockwise until it locks into place. 
 
IƻƭŘ ǘƘŜ ŎŀƳŜǊŀ ōȅ ƛǘΩǎ ƘƛƴƎŜǎ ŀƴŘ ǘǿƛǎǘ ǘƻ ƭƛƴŜ ƛǘ ǳǇ ǘƘŜ άŎŀƳŜǊŀ ŦǊƻƴǘέ 
arrow.  The chassis will create a clicking sound when you do this; this is 
normal. 

 
  
Realign the marker arrow on the dome to the release catch on the 
mounted frame and push back into place to secure. 
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3.2 ς Connecting Cameras to the DVR 
 

 

Each of the four cameras connects directly to the DVR via 
the DB25 interface cable. 
 
Black BNC: 4x video input ς connect to cameras 
 
Yellow BNC: 1x video output to BNC monitor 
 
Red RCA: 1x audio output (not applicable) 
 
White RCA: 4x audio input (not applicable) 
 
Connect a camera to each of the four black BNC cables 
and securely attach the DB25 cable to the DB25 
connection on the back of the DVR, as shown below. 

 

 
 
3.3 ς Connecting the DVR to a Monitor 
 
The DVR supports any VGA monitor with resolution of 800x600, 1024x768 or 1280x1024.  Please connect the 
monitor to the VGA port on the back of the unit. 
 

 
 
In addition to a VGA monitor, the DVR also supports a secondary monitor output via the yellow BNC connection on 
the DB25 cable (see above). 
  

DB25 

VGA 
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3.4 ς Connecting the DVR to the Mains Supply 
 
tƭŜŀǎŜ ŎƻƴƴŜŎǘ ǘƘŜ ƛƴŎƭǳŘŜŘ Ƴǳƭǘƛ Ƴŀƛƴǎ ŀŘŀǇǘŜǊ ǘƻ ǘƘŜ ά5/мн±р!έ ŎƻƴƴŜŎǘƛƻƴ ƻƴ ǘƘŜ ōŀŎƪ ƻŦ ǘƘŜ 5±w and to each 
camera as explained in the diagrams below. 
 

 

A: 4x power plugs connect to each camera cable 
 
B: 1x power plug to ŎƻƴƴŜŎǘ ǘƻ ά5/мн±р!έ ƻƴ DVR unit 
 
C: 1x power socket connects to mains adapter (below) 
 

 
 

 
 
Connect the mains adapter to a standard 240V UK 3-pin mains socket.  Connect the DVR to the mains last, as it will 
automatically switch on when plugged in. 
 
  

DC12V5A 

A 

B 
C 
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BASIC OPERATION 
 
4.1 ς Power On / Off 
 

 
 

To power on the DVR, press the  button once on the main unit, or press the  button on the remote control. 
 

To power off the DVR, press the  ōǳǘǘƻƴ ƻƴŎŜ ŀƴŘ ŀ ƳŜǎǎŀƎŜ ǎǘŀǘƛƴƎ άtǊŜǎǎ th²9w ŀƎŀƛƴ ǘƻ ǎƘǳǘ Řƻǿƴέ ǿƛƭƭ 

appear on-screen.  Press the  button again to shut the system down. 
 
Do not shut down the system when a backup is in progress otherwise the backup recording may be lost. 
 
4.2 ς Format the Hard Disk Drive 
 
When the DVR unit is powered on for the first time, a message will appear on-screen asking you to format the hard 
Řƛǎƪ ŘǊƛǾŜ όI55ύΦ  tƭŜŀǎŜ ǇǊŜǎǎ ǘƘŜ άaŜƴǳκ9ƴǘŜǊέ ōǳǘǘƻƴ ǘƻ ǇǊƻŎŜŜŘΦ  CƻǊƳŀǘǘƛƴƎ ǘƘŜ I55 ǎƘƻǳƭŘ ƻƴƭȅ ǘŀƪŜ ŀ ŦŜǿ 
seconds, after which the DVR is ready for use. 
 
4.3 ς Start /  Stop Continuous Recording 
 
The DVR is designed to continuously record video streams from up to four cameras.  To start continuous recording 
on a specific camera, press the corresponding channel number (1 ς пύ ƻƴ ǘƘŜ 5±w ŦǊƻƴǘ ǇŀƴŜƭΣ ǘƘŜƴ ǇǊŜǎǎ άлέΦ 
 

 

To start continuous recording on all connected cameras 

ǎƛƳǳƭǘŀƴŜƻǳǎƭȅΣ ǇǊŜǎǎ ǘƘŜ άvǳŀŘέ όҧύ button to view the 
ƎǊƛŘΣ ǘƘŜƴ ǇǊŜǎǎ άлέ ǘƻ ǎǘŀǊǘ ǊŜŎƻǊŘƛƴƎΦ 

 
/ƻƴǘƛƴǳƻǳǎ ǊŜŎƻǊŘƛƴƎ Ŏŀƴ ōŜ ǎǘƻǇǇŜŘ ŦƻǊ ŜŀŎƘ ŎŀƳŜǊŀ ƻǊ ŦƻǊ ŀƭƭ ŦƻǳǊ ōȅ ǇǊŜǎǎƛƴƎ ǘƘŜ άлέ ōǳǘǘƻƴ ǿƘƛƭŜ ǊŜŎƻǊŘƛƴƎ ƛǎ ƛƴ 
progress. 
 
The record icon will be displayed in one of three colours, depending on the situation: 
 

 Recording in progress. 

 Scheduled recording in progress. 

 Alarm recording has been triggered. 
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4.4 ς Playback 
 
To play previously recorded video, you must first use the search function to find a date and approximate time to 
view.  To do this: 
 

1. Press ǘƘŜ ά{ŜŀǊŎƘέ όҨ) button to access the Search menu. 
2. Choose the camera you wish to view (1 ς пύ ōȅ ŎƘŀƴƎƛƴƎ ǘƘŜ ά/ƘŀƴƴŜƭέ ƻǇǘƛƻƴΦ 
3. To the top right you will see options for choosing date ς use the on-screen controls to select the required 

date. 
4. A list of valid recordings for this date will be displayed below.  Move down the list to the required time, then 
ǇǊŜǎǎ άaŜƴǳκ9ƴǘŜǊέ ǘƻ ǎŜƭŜŎǘΦ 

5. hƴ ǘƘŜ ōƻǘǘƻƳ ƭŜŦǘ ƻŦ ǘƘƛǎ ƳŜƴǳ ƛǎ ŀ άtƭŀȅέ ƻǇǘƛƻƴ ς ƘƛƎƘƭƛƎƘǘ ǘƘƛǎ ŀƴŘ ǇǊŜǎǎ άaŜƴǳκ9ƴǘŜǊέ ǘƻ Ǉƭŀȅ ǘƘŜ ǾƛŘŜƻΦ 
6. You may pause, stop, rewind, fast forward and frame advance the playing video using the corresponding 

controls on the front panel. 
 
4.5 ς Using the Mouse 
 
A standard USB mouse is included in the DVR package.  You may plug this into either of the two USB ports on the 
back of the unit.  The mouse can be used to navigate on-screen menus, just as you would with a computer. 
 

 
 

 

Left Button: Used to select options. 

Right Button: Open quick access menu & return from on-screen menus. 

Middle Button: No function. 

Scroll Wheel: No function. 

 

 
 
 

USB 

L M R 

Scroll 
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4.6 ς Remote Control Functions 
 
The remote control provides easy access to a variety of commands on the DVR system.  Please insert 2x AAA 
batteries before use. 
 

 

 Switches the DVR system on / off 
  

 Switches audio on / off 
  

 Starts and stops continuous recording 
  

ALERT Turns on / off the alert function. 
  

TIMING Turns on / off scheduled recording 
  

SEARCH Search recorded video for specific date to review 
  

VGA Switch the output resolution of the VGA (monitor) port 
  

CLEAR Clears the current input 
  

DISPLAY Switches info on / off (camera names, date, time, etc) 
  

INFO Switches DVR system info on / off 
  

BACKSPACE Deletes data entered into menus, one character at a time 
  

ESC Return from menus 
  

 Plays previously recorded footage 
  

 Pauses and frame-advances recorded footage 
  

 Rewinds video playback 2x.  Press again for 4x, 8x, 16x, 32x 
  

 Fast forwards video playback 2x.  Press again for 4x, 8x, 16x, 32x  
  

 

ҧΣ ҨΣ ҥΣ Ҧ ƪŜȅǎ navigate on-screen menus 
Menu (Enter) key selects highlighted menu item 

  

1 ς 0 
Number 

Keys 

Allows input of numbers where necessary in menus 
Allows selection of specific camera (1 ς 4) 
Allows input of alphabet in menus (press multiple times to 
change character) 

  

 Switch to single camera view (use numbers to select camera) 
  

 Switch to quad camera view mode 
 

 
tƭŜŀǎŜ ƴƻǘŜΣ ǘƘŜ ά±ƻƭ ҌέΣ ά±ƻƭ -έ, άt¢½έ ŀƴŘ άCƴέ keys have no function. 

 
  


